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NOTES:
1.PRECOMPACTION & COMPACTION SHALL BE [N ACCORDANCE WITH AASHTO T-99
2. llecess me a&wmc vo ttl:elve l:u.vsav Jmuvs WHERE APPLICABLE.
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] . 5.4 MINIMUM 600 mm OF COVER FOR REINFORLED AND 1200 mm OF COVER FOR NON-REINFORCED
PIPE SHALL BE MAINTAINED DURING CONSTRUCTION.
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»UNSTABLE SOIL FOUNDATION : FOUNDATION CONSISTING OF ORGANIC SOILS OR

MATERJALS SUCH 4S FEAT. MOSS & BOG. OR FINE CRAINED SOILS (SILTS OR cLavs )
AND UNCEMENTED SANDS WHOSE WATER CONTENT EXCEEDS THEIR LIOUID LIMIT.
SUCH SOILS WILL REOUIRE THAT A “TYPE [1I" BEDDING BE USED.
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COmPACTION EACH SIDE. (NCOMPACTED BE0DING.
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ALL_DIMENSIONS ARE SHOWN IN MILLIMETERS (mm) UNLESS OTHERWISE NOTED.
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STANDARD DRAWINGS FOR ROAD AND BRIDGE CONSTRUCTION
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